
I Frequency inverter in hoisting and trolley motions (standard)

I Load limit device with monitoring (standard)

I Adjustable trolley with no component modifications required

I AII gears enclosed (including trolley drive gears)

I Radio transmitter with weight read out (optional)

I Tension roller, no counter weight

I Trolley wheels driven on opposite flanges

I UL/CSA/IEC controls 

GHA12 1-3,2 Tons
MINIMAL MAINTENANCE, MAXIMUN PERFOMANCE
WITH THE SAME PRIDE AND QUALITY AS ALL GH COMPONENTS
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CAP. MODEL  SPEED FALLS DUTY    H1   H2   H3

1.0 GHA12R012132,8--M6     32,8   2/1   M6  30,2 52,8 71,5

1.0 GHA12R01432,85--M6     16,4   4/1   M6  13,8 22,3   34,4

1.6 GHA12R012132,8--M5     32,8   2/1   M6  30,2 52,8 71,5

1.6 GHA12R01432,85--M6     16,4   4/1   M6  13,8 22,3   34,4 

2.0 GHA12R02432,85--M6     16,4   4/1   M6  13,8 22,3   34,4 

2.5 GHA12R02432,85--M6     16,4   4/1   M6  13,8 22,3   34,4 

3.2 GHA12R03432,85--M5     16,4   4/1   M6  13,8 22,3   34,4   

STANDARD MODELS

FEM Duty (M5, M6)

 Height of lift (H1, H2, H3) 

Lifting speed FPM (05 = 16,4, 10 = 32,8)

Rope falls (2/1, 4/1)

Hoist capacity (01 = 1t, 03 = 3t) 

R: Single Girder Low headroom

Hoist Type GHA12

WIDE SELECTION RANGE

GHA12 R 03 41 05 H2 M5

STANDARD FREQUENCY INVERTER IN HOISTING MOTION

4/1 FALLS
Nominal Speed with full load 16,4 FPM
Speed when load is <= 25% 26,2 FPM

2/1 FALLS  
Nominal Speed with full load 32,8 FPM
Speed when load is <= 25% 52,5 FPM

OPTIONAL 2-SPEED MOTOR  
4/1 Falls 16,4 / 4,1 FPM
2/1 Falls 32,8 / 8,2 FPM

GHA12 1-3,2 Tons
MINIMAL MAINTENANCE, MAXIMUN PERFOMANCE
WITH THE SAME PRIDE AND QUALITY AS ALL GH COMPONENTS


